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EXISTING ZONING = BP100

LEGAL DESCRIPTION:

LOT 2, BLOCK 1, EASTER -LIMA SUBDIVISION FILING NO. 4, COUNTY OF ARAPAHOE, STATE OF COLORADO

(FORMERLY LOT 2, BLOCK 1, EASTER-LIMA SUBDIVISION FILING NO. 2)

BENCHMARK

A 1 1/4" ALUMINUM CAP LOCATED IN THE SOUTHWEST CORNER OF LOT 1, BLOCK 1 OF THE EASTER LIMA

SUBDIVISION FILING NO. 1 ELEVATION = 5755.05 NAVD88 (NORTH AMERICAN VERTICAL DATUM OF 1988)

COMPARISON CHART (For commercial cases)

ZONING

PERMITTED USES

MAXIMUM BUILDING

HEIGHT

100 FT

MINIMUM PARKING

RATIO/SPACES

MINIMUM BUILDING

SETBACKS

PUBLIC ROW: 25 FT

INTERNAL PROPERTY LINE: 10 FT

REAR: 10 FT

STREET: 25 FT

MINIMUM PARKING

SETBACKS

MINIMUM LANDSCAPED

OPEN SPACE/SF

HOTEL

BP-1OO

PROPOSED SITE PLAN (REQUIRED)

BIKE RACKS

53 FT

PUBLIC ROW: 99 FT

INTERNAL PROPERTY LINE: 79 FT

REAR: 125 FT

STREET: N/A

PUBLIC ROW: 26 FT

INTERNAL PROPERTY LINE: 20 FT

REAR: 13 FT

STREET: N/A

HOTEL

BP-100

PROPOSED SITE PLAN (PROVIDED)

1 SPACE PER GUEST ROOM+

1 SPACE PER EMPLOYEE ON MAXIMUM SHIFT +

1/2 OF REQUIRED PARKING FOR ACCESSORY RETAIL,

RESTAURANT AND ALCOHOLIC BEVERAGE SALE USES

25 %

25 %

23,631 SF

1 RACK/15 SPACES 1 RACK/15 SPACES

GROSS LAND AREA 2.17 ACRES 2.17 ACRES

PUBLIC ROW: 25 FT

INTERNAL PROPERTY LINE: 10 FT

REAR: 10 FT

STREET: 25 FT

110 PARKING STALLS

C1.0

LOCATION MAP
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14603 Huebner Rd, Bldg 40, San Antonio, TX 78230

Phone #: (210) 979-8444  •  Fax #: (210) 979-8441

TBPE Firm #: 9513  •  TBPLS Firm #: 10122300

LIGHTING ZONE
LZ2 LZ2
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PROPERTY LINE

EXISTING CURB

EXISTING FIRE HYDRANT

LEGEND

EXISTING CONCRETE

ADJACENT PROPERTY LINE

C2.0

KEY NOTES

TYPICAL PARKING SPACES AND

PARKING STRIPES (SEE DETAIL 1/C8.0)

1

2

PROPOSED SIDEWALK

(SEE DETAIL 2/C8.0)

3

PROPOSED 6" CURB

(SEE DETAIL 3/C8.0)

4

5

HANDICAP SIGN

(SEE DETAIL 5/C8.0)

6

CROSS HATCH STRIPING

(SEE DETAIL 6/C8.0)

7

CROSSWALK

(SEE DETAIL 7/C8.0)

8

WHEEL STOP

(SEE DETAIL 8/C8.0)

9

10

11

14

PROPOSED RAMP

(SEE DETAIL 11/C8.0)

2' CURB TRANSITION

(SEE DETAIL 10/C8.0)

RIBBON CURB

(SEE DETAIL 9/C8.0)

12

13

16

17

18

19

20

HANDICAP PARKING SYMBOL

(SEE DETAIL 4/C8.0)

15

ASPHALT/CONCRETE PAVEMENT

JUNCTURE DETAIL (SEE DETAIL 12/C8.0)

CURB OPENING

(SEE DETAIL 13/C8.0)

21

SIDEWALK BOX

(SEE DETAIL 15/C8.0)

22

23

24

25

CONCRETE/CONCRETE PAVEMENT

JUNCTURE DETAIL (SEE DETAIL 14/C8.0)

SIDEWALK/SIDEWALK PAVEMENT

JUNCTURE DETAIL (SEE DETAIL 16/C8.0)

BIKE RACK

(REFERENCE CITY OF CENTENNIAL SPECS.)

26

27

PROPOSED CURB

PROPOSED RIBBON CURB

PROPOSED CONCRETE

PROPOSED SIGN

PARKING STALL COUNT

4

DUMPSTER ENCLOSURE (REFERENCE

ARCHITECTURAL PLANS FOR DETAILS)

PROPOSED POOL (REFERENCE

ARCHITECTURAL PLANS FOR DETAILS)

FLAG POLE (REFERENCE

ARCHITECTURAL PLANS FOR DETAILS)

PROPOSED ENTRANCE/MONUMENT

(REFERENCE ARCHITECTURAL PLANS

FOR DETAILS)

POOL EQUIPMENT (REFERENCE

ARCHITECTURAL PLANS FOR DETAILS)

PROPOSED MODULAR BLOCK RETAINING WALL

(REFERENCE CIVIL DETAIL SHEET FOR DETAILS)

CUT AND REPLACE SIDEWALK

PROPOSED CONCRETE WALL (REFERENCE

STRUCTURAL PLANS FOR DETAILS)

FIRE LANE SIGN (REFERENCE

FIRE PROTECTION PLANS FOR DETAILS)

SUMMARY OF DEVELOPMENT STANDARDS

(NON-RESIDENTIAL AND MIXED-USE DEVELOPMENT)

MINIMUM AREA OF PARCEL PROPOSED FOR DEVELOPMENT: 1 ac.

MINIMUM LANDSCAPE SURFACE RATIO: 25%

MINIMUM STREET FRONTAGE: 125 ft.

MAXIMUM BUILDING HEIGHT: 100 ft.

MINIMUM FRONT SETBACK: 25 ft.

MINIMUM INTERIOR SIDE SETBACK: 10 ft.

MINIMUM STREET SIDE SETBACK: 25 ft.

MINIMUM REAR SETBACK: 10 ft.

MINIMUM RESIDENTIAL DISTRICT SETBACK: 50 ft

PROPOSED STALL COUNT

STALL COUNT 110 STALLS

30"

3
0
"

WHITE LEGEND ON RED

BACKGROUND

NOT-TO-SCALE

STOP SIGN & TYPICAL GROUND SIGN INSTALLATION

VIEW K-K

GALVANIZED SQUARE

SIGN POST (Perforated)

GENERAL NOTES

1.) ALL GROUND MOUNTED  SHALL USE HIGH INTENSITY REFLECTIVE     SHEETING.

2.) ALL OVERHEAD SIGNS SHALL USE DIAMOND GRADE REFLECTIVE     SHEETING.

3.) ALL BLANKS TO BE ALUMINUM ALLOY NO. 5052-H38.

4.) "T" DENOTES THICKNESS OF SIGN BLANKS.

5.) ALL HOLES SHALL BE  3/8 " DIAMETER DRILLED OR PUNCHED AS SHOWN ON EACH

BLANK DETAIL AND SHALL BE FREE OF BURRS     AND/OR ROUGH EDGES.

6.) SIGN BLANK CORNERS TO BE ROUNDED AS SHOWN ON EACH  DETAIL.

7.) ALL SIGN BLANK TO BE ETCHED, DEGREASED, AND HAVE AN ALODINE FINISH

PRIOR TO APPLICATION OF LEGENDS.

8.) ALL DETAILS ARE NOT TO SCALE.

9.) ALL DIMENSIONS ARE IN INCHES.

10.) ALL SIGNS SHALL BE MANUFACTURED AND INSTALLED IN CONFORMANCE TO

THE COLORADO MANUAL ON UNIFORM TRAFFIC CONTROL DEVISES AND STANDARD

HIGHWAY SIGNS (FHWA) LATEST EDITION.

GALVANIZED SQUARE

ANCHOR STUB

(Perforated)

2" X 2" (14

Guage)

1-3/4" x 1-3/4"

(14 Guage)

< 10 SQ. FT.

SIGN AREA

METAL TUBING

2
"

6
"

SIGN AREA

(REFER TO

TABLE A)

GALVANIZED SQUARE SIGN

POST INSERTED 6" INTO

ANCHOR STUB

TYPE "U" MOUNT

KK

CORNER BOLT,

FLANGED WASHER NUT

6"

NATURAL

GROUND

GALVANIZED SQUARE

ANCHOR STUB-

TOP 12" OF ANCHOR STUB MUST

BE COVERED WITH TAPE TO

KEEP POST FREE OF CEMENT.

CLASS C CONCRETE FOOTING

(MIN. 1 CU. FT.)

6" X  3/8 " DIA. STEEL

PIN OR DISFIGURE

END  OF ANCHOR

8"

3
"

2
8
"

7
'

24" (Min.)

From the

Edge of

Pavement

or Curb

 3/8 "x1/2"

DRIVE RIVET

DRIVE

RIVET

GALVANIZED

SQUARE

SIGN POST

CORNER BOLT

FLANGED

WASHER NUT

GALVANIZED

SQUARE

ANCHOR STUB

TABLE A

28

29

TRUNCATED DOME (REFERENCE CIVIL DETAIL

SHEET FOR FOR DETAILS)

30

STOP SIGN

(SEE DETAIL THIS SHEET)

PROPOSED RAILING (REFERENCE CIVIL

DETAIL SHEET FOR DETAILS)

PAVEMENT NOTE:

IS PROPOSED TO BE LIGHT

DUTY RIGID PAVEMENT

IN PARKING AREAS AND

HEAVY DUTY RIGID

PAVEMENT

ON DRIVE ISLES

PROPOSED FIRE LANE

PROPOSED FIRE HYDRANT

LIGHT POLES (REFERENCE

ARCHITECTURAL PLANS FOR DETAILS)

PROPOSED BANQUET

ROOM TO BE USED BY

HOTEL GUESTS ONLY

COORDINATION NOTE:

1. CONFIRM REQUIREMENTS AND COORDINATE WITH XCEL ENERGY FOR INSPECTIONS

AND CONDUIT SIZES FOR PRIMARY AND SECONDARY  ELECTRICAL SERVICES.

1-(800)-628-2121.

2. CONTACT CENTURYLINK TO COORDINATE TELEPHONE SERVICE. (720) 578-5139.

3. CONTRACTOR TO COORDINATE WITH XCEL ENERGY TO PLAN GAS SERVICES.

(303)-671-3919.

4. CONTRACTOR TO COORDINATE WITH DENVER WATER TO PLAN WATER SERVICES

AND HAVANA WATER AND SANITATION DISTRICT FOR SANITARY SEWER SERVICES.

(303) 628-6103 / (303)-825-5999.

5. CONTRACTOR SHALL CONTACT THE UTILITY NOTIFICATION CENTER A MINIMUM OF 48

HOURS PRIOR TO THE START OF CONSTRUCTION. 1-(800)-922-1987.
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LEGAL DESCRIPTION

A REPLAT OF LOTS 2 & 3, BLOCK 1, EASTER -LIMA SUBDIVISION FILING NO. 2, BEING A

PORTION OF THE NORTHWEST QUARTER OF SECTION 26, TOWNSHIP 5 SOUTH, RANGE 67

WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY OF CENTENNIAL, COUNTY OF ARAPAHOE,

STATE OF COLORADO

BENCHMARK

A 1 1/4" ALUMINUM CAP LOCATED IN THE SOUTHWEST CORNER OF LOT 1, BLOCK 1 OF

THE EASTER LIMA SUBDIVISION FILING NO. 1 ELEVATION = 5755.05 NAVD88 (NORTH

AMERICAN VERTICAL DATUM OF 1988)

BASIS OF BEARINGS

THE EAST LINE OF THE NORTHWEST QUARTER OF SAID SECTION 26, TOWNSHIP 5

SOUTH, RANGE 67 WEST OF THE 6TH PRINCIPAL MERIDIAN, BEARING N00'10'20"W, PER

THE ARAPAHOE COUNTY HORIZONTAL CONTROL NETWORK PHASE 1 REVISED,

MONUMENTED AT THE NORTH END BY A 3-1/4" ALUMINUM CAP IN A RANGE BOX,

"LS 27607" AND AT THE SOUTH END BY A 2" ALUMINUM CAP IN A RANGE BOX, "LS 22088"

CASE NUMBER:  LU-15-00123
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LEGAL DESCRIPTION

A REPLAT OF LOTS 2 & 3, BLOCK 1, EASTER -LIMA SUBDIVISION FILING NO. 2, BEING A

PORTION OF THE NORTHWEST QUARTER OF SECTION 26, TOWNSHIP 5 SOUTH, RANGE 67

WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY OF CENTENNIAL, COUNTY OF ARAPAHOE,

STATE OF COLORADO

BENCHMARK

A 1 1/4" ALUMINUM CAP LOCATED IN THE SOUTHWEST CORNER OF LOT 1, BLOCK 1 OF

THE EASTER LIMA SUBDIVISION FILING NO. 1 ELEVATION = 5755.05 NAVD88 (NORTH

AMERICAN VERTICAL DATUM OF 1988)

BASIS OF BEARINGS

THE EAST LINE OF THE NORTHWEST QUARTER OF SAID SECTION 26, TOWNSHIP 5

SOUTH, RANGE 67 WEST OF THE 6TH PRINCIPAL MERIDIAN, BEARING N00'10'20"W, PER

THE ARAPAHOE COUNTY HORIZONTAL CONTROL NETWORK PHASE 1 REVISED,

MONUMENTED AT THE NORTH END BY A 3-1/4" ALUMINUM CAP IN A RANGE BOX,

"LS 27607" AND AT THE SOUTH END BY A 2" ALUMINUM CAP IN A RANGE BOX, "LS 22088"

CASE NUMBER:  LU-15-00123
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PROPERTY LINE

EXISTING CURB

EXISTING FIRE HYDRANT

LEGEND

EXISTING CONCRETE

ADJACENT PROPERTY LINE

C4.0

PROPOSED CURB

PROPOSED RIBBON CURB

PROPOSED CONCRETE

PROPOSED SIGN

PARKING STALL COUNT

4

NOTES:

1. ALL DIMENSIONS ARE TO FACE OF CURB OR EDGE OF PAVEMENT.

2. CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF ANY QUESTIONS

THAT MAY ARISE CONCERNING THE INTENT, PLACEMENT,OR LIMITS OF DIMENSIONS

NECESSARY FOR CONSTRUCTION OF THIS PROJECT.

3. THE CONTRACTOR SHALL PRESERVE ALL CONSTRUCTION STAKES, MARKS, ETC.

IF ANY ARE DESTROYED OR REMOVED BY THE CONTRACTOR OR HIS EMPLOYEES,

THEY SHALL BE REPLACED AT THE CONTRACTORS EXPENSE.

4. ALL CURBS ARE 6" HIGH UNLESS OTHERWISE NOTED.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING TO ITS ORIGINAL OR

BETTER CONDITION ANY DAMAGE DONE TO EXISTING UTILITIES, FENCES, PAVEMENT,

CURBS, DRIVEWAYS, OR SIDEWALKS (NO SEPARATE PAY ITEM).

6. CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WITH ALL NECESSARY

UTILITY COMPANIES FOR PROVIDING TEMPORARY SERVICES DURING CONSTRUCTION.

7. ALL DIMENSIONS MUST BE VERIFIED ON THE JOB AND THE ENGINEER MUST BE

NOTIFIED OF ANY DISCREPANCIES BEFORE PROCEEDING WITH CONSTRUCTION.

8. ALL COORDINATE POINTS FOR THE ROADWAY SYSTEM ARE TO FACE OF CURB.

9. THE CONTRACTOR SHALL SAW CUT EXISTING PAVEMENT, CURBS, AND SIDEWALKS

AT NEW PAVEMENT, CURBS, AND SIDEWALK JUNCTURES. NO JAGGED OR IRREGULAR

CUTS WILL BE ALLOWED OR ACCEPTED.

PROPOSED FIRE HYDRANT
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COORDINATION NOTE:

1. CONFIRM REQUIREMENTS AND COORDINATE WITH XCEL ENERGY FOR INSPECTIONS

AND CONDUIT SIZES FOR PRIMARY AND SECONDARY  ELECTRICAL SERVICES.

1-(800)-628-2121.

2. CONTACT CENTURYLINK TO COORDINATE TELEPHONE SERVICE. (720) 578-5139.

3. CONTRACTOR TO COORDINATE WITH XCEL ENERGY TO PLAN GAS SERVICES.

(303)-671-3919.

4. CONTRACTOR TO COORDINATE WITH DENVER WATER TO PLAN WATER SERVICES

AND HAVANA WATER AND SANITATION DISTRICT FOR SANITARY SEWER SERVICES.

(303) 628-6103 / (303)-825-5999.

5. CONTRACTOR SHALL CONTACT THE UTILITY NOTIFICATION CENTER A MINIMUM OF 48

HOURS PRIOR TO THE START OF CONSTRUCTION. 1-(800)-922-1987.
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LEGAL DESCRIPTION

A REPLAT OF LOTS 2 & 3, BLOCK 1, EASTER -LIMA SUBDIVISION FILING NO. 2, BEING A

PORTION OF THE NORTHWEST QUARTER OF SECTION 26, TOWNSHIP 5 SOUTH, RANGE 67

WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY OF CENTENNIAL, COUNTY OF ARAPAHOE,

STATE OF COLORADO

BENCHMARK

A 1 1/4" ALUMINUM CAP LOCATED IN THE SOUTHWEST CORNER OF LOT 1, BLOCK 1 OF

THE EASTER LIMA SUBDIVISION FILING NO. 1 ELEVATION = 5755.05 NAVD88 (NORTH

AMERICAN VERTICAL DATUM OF 1988)

BASIS OF BEARINGS

THE EAST LINE OF THE NORTHWEST QUARTER OF SAID SECTION 26, TOWNSHIP 5

SOUTH, RANGE 67 WEST OF THE 6TH PRINCIPAL MERIDIAN, BEARING N00'10'20"W, PER

THE ARAPAHOE COUNTY HORIZONTAL CONTROL NETWORK PHASE 1 REVISED,

MONUMENTED AT THE NORTH END BY A 3-1/4" ALUMINUM CAP IN A RANGE BOX,

"LS 27607" AND AT THE SOUTH END BY A 2" ALUMINUM CAP IN A RANGE BOX, "LS 22088"

CASE NUMBER:  LU-15-00123
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PROPERTY LINE

EXISTING CURB

EXISTING FIRE HYDRANT

LEGEND

EXISTING CONCRETE

ADJACENT PROPERTY LINE

C5.0

PROPOSED CURB

PROPOSED RIBBON CURB

PROPOSED CONCRETE

PROPOSED SIGN

EXISTING UNDERGROUND

ELECTRIC LINE

EXISTING WATER LINE

EXISTING SANITARY SEWER MANHOLE

EXISTING STORM DRAIN

EXISTING GAS LINE

EXISTING STORM MANHOLE

EXISTING WATER LINE

EXISTING SEWER LINE

EXISTING TELEPHONE MANHOLE

EXISTING TELEPHONE LINE

90°

POTABLE WATER MAIN DETAIL

N.T.S.

INITIAL BACKFILL

PER DENVER WATER SPECS

SECONDARY BACKFILL

PER DENVER WATER SPECS

PROPOSED

UTILITY

BEDDING PER DENVER

WATER SPECS

2
'

M
I
N

.

4
'
 
M

I
N

.

2' MIN.

TYP.

WATER MAIN CROSSING

UNDER UTILITY

N.T.S

PROPOSED

TOP OF GRADE

PROPOSED UTILITY

CROSSING

PIPE-CUT

AS REQUIRED

2- 1/8 BENDS, M.J.

4- RETAINER

GLANDS TYPICAL

2- 1/8 BENDS, M.J.

4- RETAINER

GLANDS TYPICAL

DETAIL "B"

SCALE = 1=10

PROPOSED SANITARY

SEWER LATERAL

PROPOSED

UNDERGROUND ELECTRIC

PROPOSED IRRIGATION

WATER LINE

8" SS8" SS

3/4" IR

PROPOSED

UNDERGROUND CABLE T.V.

PROPOSED DOMESTIC

WATER LINE

1" DW

PROPOSED

UNDERGROUND TELEPHONE

PROPOSED FINISH

FLOOR ELEVATION

F.F.E. = XXX.XX

PROPOSED GAS LINE

PROPOSED FIRE LINE

6" FL

PROPOSED FIRE HYDRANT

GENERAL NOTES:

1. STREET CUT LIMITS ARE APPROXIMATE AND ARE TO BE DETERMINED IN FIELD BY CITY ENGINEER.

ALL STREET CUTS ARE TO BE DONE IN ACCORDANCE WITH CITY STANDARDS AND SPECIFICATION.

2. ALL COMPONENTS OF THE WATER SYSTEM SHALL BE CONSTRUCTED IN COMPLIANCE WITH

DENVER WATER STANDARDS.

3. SEE KICKBLOCK BEARING DETAIL FOR THRUST-BLOCK (TB) CONSTRUCTION DETAIL.

4. THESE CONSTRUCTION DRAWINGS ARE NOT COMPLETE WITHOUT THE ACCOMPANYING MOST

RECENTLY APPROVED GRADING, EROSION AND SEDIMENT CONTROL (GESC) PLAN DRAWINGS.

5. ALL UTILITY CONNECTION OR REMOVAL, CONTRACTOR SHALL COORDINATE WITH LOCAL UTILITY

PROVIDER PRIOR TO CONNECTION OR REMOVAL.

FIRE DEPARTMENT NOTES:

1. SURFACE ACCESS ROADS CAPABLE OF WITHSTANDING THE IMPOSED LOADS OF FIRE

APPARATUS AND ALL REQUIRED FIRE HYDRANTS SHALL BE INSTALLED AND MADE SERVICEABLE

PRIOR TO AND DURING ALL CONSTRUCTION.

2. RIGHT-OF-WAY FOR INGRESS AND EGRESS FOR EMERGENCY VEHICLES IS GRANTED OVER,

ACROSS, ON AND THROUGH ANY AND ALL PRIVATE ROADS AND DRIVES.

3. ALL PRIVATE ROADS AND DRIVES ARE HEREBY DESIGNATED AS FIRE LANES, WHEN REQUIRED BY

THE FIRE DISTRICT, ALL FIRE LANES SHALL BE POSTED "NO PARKING - FIRE LANE". ALL FIRE LANES

SHALL BE INCLUDED INTO THE APPROPRIATE COUNTY PROGRAM FOR ENFORCEMENT OF PRIVATE

PROPERTY PARKING.

4. COMPLETE SPECIFICATIONS AND CONSTRUCTION PLANS SHALL BE SUBMITTED TO FIRE AND

RESCUE FOR REVIEW AND APPROVAL PRIOR TO ANY CONSTRUCTION OCCURRING.

DETAIL "A"

SCALE = 1=10
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C5.3

CONCRETE COLLAR

CONCRETE COLLAR

FIRST #4 RE-BAR SPACED
1'-0" AWAY FROM INLET

SECOND #4
RE-BAR SPACED
6" AWAY FROM INLET

PROVIDE CONCRETE
CRADLE FOR PIPE
SUPPORT

PROPOSED R.C.P.

FLUSH PIPE WITH
INSIDE OF CURB

INLET. GROUT
ALL AROUND

EXISTING
STORM
DRAIN PIPE

NOT-TO-SCALE

JUNCTION BOX/CURB INLET TIE-IN
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LEGAL DESCRIPTION

A REPLAT OF LOTS 2 & 3, BLOCK 1, EASTER -LIMA SUBDIVISION FILING NO. 2, BEING A

PORTION OF THE NORTHWEST QUARTER OF SECTION 26, TOWNSHIP 5 SOUTH, RANGE 67

WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY OF CENTENNIAL, COUNTY OF ARAPAHOE,

STATE OF COLORADO

BENCHMARK

A 1 1/4" ALUMINUM CAP LOCATED IN THE SOUTHWEST CORNER OF LOT 1, BLOCK 1 OF

THE EASTER LIMA SUBDIVISION FILING NO. 1 ELEVATION = 5755.05 NAVD88 (NORTH

AMERICAN VERTICAL DATUM OF 1988)

BASIS OF BEARINGS

THE EAST LINE OF THE NORTHWEST QUARTER OF SAID SECTION 26, TOWNSHIP 5

SOUTH, RANGE 67 WEST OF THE 6TH PRINCIPAL MERIDIAN, BEARING N00'10'20"W, PER

THE ARAPAHOE COUNTY HORIZONTAL CONTROL NETWORK PHASE 1 REVISED,

MONUMENTED AT THE NORTH END BY A 3-1/4" ALUMINUM CAP IN A RANGE BOX,

"LS 27607" AND AT THE SOUTH END BY A 2" ALUMINUM CAP IN A RANGE BOX, "LS 22088"

CASE NUMBER:  LU-15-00123

LOCATION MAP

NOT TO SCALE
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PROPERTY LINE

EXISTING CURB

EXISTING FIRE HYDRANT

LEGEND

EXISTING CONCRETE

ADJACENT PROPERTY LINE

C6.0

PROPOSED CURB

PROPOSED RIBBON CURB

PROPOSED CONCRETE

PROPOSED SIGN

FLOW ARROW

PROPOSED FINISH

FLOOR ELEVATION

PROPOSED CONTOURS

EXISTING CONTOURS

PROPOSED DRAINAGE SWALE

5745

F.F.E. = XXX.XX

TC XX.XX

G XX.XX

PROPOSED SPOT GRADE

(TOP OF CURB AND GUTTER)

PS XX.XX

PROPOSED SPOT GRADE

TW XX.XX

BW XX.XX

PROPOSED SPOT GRADE

(TOP OF WALL AND BOTTOM OF WALL)

GENERAL NOTES:

1. SPOT ELEVATIONS ARE TO FLOWLINE UNLESS OTHERWISE NOTED.

2. CONTRACTOR TO INSTALL MODULAR BLOCK RETAINING WALL. RETAINING WALL TO BE

DESIGNED WITH MODULAR BLOCK. SHOP DRAWINGS (SIGNED AND SEALED BY A COLORADO

PROFESSIONAL ENGINEER) ARE TO BE SUBMITTED TO THE OWNER PRIOR TO CONSTRUCTION

OF WALL. CONTRACTOR SHALL COORDINATE WITH OWNER FOR MATERIAL AND COLOR.

3. ALL ADA PARKING SPACES SHALL HAVE A MAXIMUM SLOPE OF 2% UPON FINAL GRADING.

4. THESE CONSTRUCTION DOCUMENTS ARE NOT COMPLETE WITHOUT THE ACCOMPANYING, MOST

RECENTLY APPROVED GRADING, EROSION, AND SEDIMENT CONTROL (GESC) PLAN DRAWINGS.

GRADING / EARTHWORK NOTES:

1. THE EARTHWORK CUT AND FILL QUANTITIES ARE BASED ON THE DIFFERENCE BETWEEN

FINISHED AND EXISTING SURFACES AND ARE ADJUSTED. THE ENGINEER DOES NOT GUARANTEE

THAT THESE WILL BE THE ACTUAL EARTHWORK CUT AND FILL QUANTITIES GENERATED ON-SITE.

THESE NUMBERS ARE NOT TO BE USED FOR BIDDING PURPOSED. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR REPORTING HIS OWN DIRT TAKE-OFF OF THE PROPOSED GRADING AND

SHALL EVALUATE THE GEOTECHNICAL REPORT TO MAKE HIS OWN ASSUMPTIONS PRIOR TO THE

START OF GRADING. THE CONTRACTOR'S BID FOR SITE GRADING SHALL ASSUME THAT ANY

IMPORT OR EXPORT NOT IDENTIFIED IN THE PLANS SHALL BE CONSIDERED INCIDENTAL TO THE

BID, AND NO ADDITIONAL COMPENSATION SHALL BE PAID TO THE GRADING CONTRACTOR FOR

HAULING OFF OR IMPORT OF FILL UNLESS MUTUALLY AGREED TO BY PROJECT MANAGER.

EARTHWORK TABLE

CUT (C.Y.) FILL (C.Y)

GRADING
9,869

169

TOTAL
9,700

PROPOSED GRADING LIMITS

NOT-TO-SCALE

STAIR DETAIL

PS 5743.65

PS 5743.15

PS 5742.65

PS 773.10

NOTE:

1. THESE CONSTRUCTION DOCUMENTS ARE NOT COMPLETE WITHOUT THE ACCOMPANYING MOST

RECENT APPROVED GRADING, EROSION AND SEDIMENT CONTROL (GESC) PLAN DRAWINGS.



NOT-TO-SCALE

1.

TYPICAL PARKING SPACES AND PARKING STRIPES

NOT-TO-SCALE

5.

HANDICAP SIGN DETAIL

NOT-TO-SCALE

4.

HANDICAP PARKING SYMBOL DETAIL

NOT-TO-SCALE

8.

WHEELSTOP DETAIL

NOT-TO-SCALE

6.

CROSS HATCH STRIPING DETAIL

NOTE:

SYMBOL SHALL BE PAINTED

IN CENTER OF PARKING STALL

WITH 4" YELLOW STRIPE, TYP. (CONCRETE PAVEMENT)

OR 4" WHITE STRIPE, TYP. (ASPHALT PAVEMENT)

R

=

2

'

4"

5
'

PRIMARY SIGN

NOTE: STATE P & GS COM. POLICY

REQUIRES 5'-0" MIN. FROM GROUND TO

CENTER LINE  OF LOWEST SYMBOL.
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N
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B

L
E
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"

SECONDARY SIGN

SIGN SYMBOL

HANDICAP PARKING SIGN. SIGN TO

READ "RESERVED PARKING" WITH

IDENTIFICATION  SYMBOL AND "VAN

ACCESSIBLE" WHERE

APPLICABLE. CADMIUM PLATED

BOLTS, NUTS, AND WASHERS.

WHITE 6'-6" POST

MODEL 260-ADA

PAVING SURFACE

#101 NS-INSTALL USING

#165 ANCHOR KIT OR

#160/161 EPOXY KIT PER

MFG RECOMENDATIONS

HANDICAP SIGN BY

IMPACT RECOVERY

SYSTEMS,

800-736-5256,

WWW.IMPACTRECOVERY.COM

*VAN ACCESSIBLE

SIGN ONLY TO BE PLACED ON STALLS DESIGNATED

AS VAN ON THE OVERALL SITE PLAN.

1
8
'

9'

NOT-TO-SCALE

9.

RIBBON CURB DETAIL

4" YELLOW STRIPE, TYP. (CONCRETE PAVEMENT)

4" WHITE STRIPE, TYP. (ASPHALT PAVEMENT)

4" YELLOW STRIPE, TYP. (CONCRETE PAVEMENT)

4" WHITE STRIPE, TYP. (ASPHALT PAVEMENT)

TYPICAL AT ALL STRIPED ISLANDS

NOT-TO-SCALE
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CROSSWALK DETAIL
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TYPICAL TEXTURE GROOVES & SPACING DETAIL

NOT-TO-SCALE

10.

2' CURB TRANSITION DETAIL

4"

6"

6'-0"

2"

6"

2"5'-8"

"A"

"A"

7
"

7
"

FRONT VIEW

7
"
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"

9"

2 3/4" 2 3/4"

3
"

4
"

SECTION "A-A"

14" - #4 BAR

THROUGH

CENTERLINE

14" - #4 BAR

THROUGH

CENTERLINE

14" - #4 BAR

THROUGH

CENTERLINE

CLASS "A" STRUCTURAL CONCRETE

(3,000 P.S.I. IN 28 DAYS) TYPICAL

TOP OF

PAVEMENT

TOP OF PAVEMENT
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NOT-TO-SCALE

2.

TYPICAL SIDEWALK DETAIL

AS PER PLAN
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FINISHED GRADE

2" GRAVEL, CRUSHED ROCK,

OR FLEXIBLE BASE CUSHION

6" X 6" W / D 2.9 X W / D 2.9 WELDED WIRE

FLAT SHEETS (ITEM 303) OR #3 BARS @ 18"

O.C. EACH WAY CENTERED IN SLAB (ITEM 301)

FINISHED GRADE

4" CLASS "A" CONCRETE

RAMP SURFACE TO BE STAINED TO PROVIDE VISUAL

CONTRAST PER TAS.

(DRAINAGE GROOVES ARE 1/4" WIDE AND 1/4" DEEP WHERE

INDICATED ON CURB RAMP DETAILS).

1/2"
2"

O.C.

1
/
4
"

CURB RAMP NOTES:

1. CURB RAMP TO COMPLY WITH ALL ADA/TAS CODES.

2. ALL CURB RAMP SURFACES SHALL BE BROOM FINISHED.

3. FULL WIDTH AND DEPTH OF RAMP SHALL HAVE A LIGHT

VALUE AND TEXTURE THAT SIGNIFICANTLY CONTRASTS

WITH THAT OF ADJOINING PEDESTRIAN ROUTES. TEXTURE

AND COLOR   CONTRAST SHOULD EXTEND ONLY ACROSS

THE SURFACE OF THE RAMP AND NOT EXTEND INTO THE

FLARES.

4. PROVIDE DRY SHAKE, TERRA COTE COLOR, CONCRETE FOR

CONTRASTING COLOR AND SEE SECTION BELOW FOR

ACCEPTABLE TEXTURE (VERIFY COLOR WITH OWNER).

5. A 4" MAXIMUM BORDER IS ALLOWABLE BETWEEN THE

GROOVES AND THE EDGES OF THE CURB RAMP SURFACE.

NOT-TO-SCALE

11.

GROOVE CURB RAMP DETAIL

4" YELLOW STRIPE, TYP.

(CONCRETE PAVEMENT)

4" WHITE STRIPE, TYP.

(ASPHALT PAVEMENT)
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TYP.

CROSS SLOPE ON LANDING

MUST NOT EXCEED 1:50 SLOPE.

6' 6'
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DIMENSIONAL

CONTROL
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FLUSH CURB 6" CURB

TRANSITION

6" CURB

TRANSITION

NOTE:

REFERENCE DETAIL 16 ON THIS SHEET FOR

TYPICAL TEXTURE  GROOVES AND SPACING

ADJOINING SURFACE MAX 1:50 SLOPE

MAX. 1:12

SLOPE

ON FLANGES

GROOVE, & VISUAL

CONTRAST ON SURFACE

OF RAMP ONLY

SLOPE CURB WITH RAMP

CURB

MATCH

ADJOINING

SIDEWALK
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1:12 MAXIMUM 1:12 MAXIMUM

GROOVE, & VISUAL

CONTRAST ON SURFACE

OF RAMP ONLY

6
"

2'  TRANSITION

1
"

PROPOSED PAVEMENT OR EARTH

AS LOCATION DICTATES

6" STD CURB

NOT-TO-SCALE

12.

CONCRETE / ASPHALT PAVEMENT JUNCTURE

3'-0"

THICKENED

EDGE

CONCRETE PAVEMENT (ITEM 360)

PRIME COAT (ITEM 310)

EXISTING

ASPHALT

PAVEMENT

EXISTING

FLEXIBLE BASE

FLEXIBLE BASE

(ITEM 247 - TYPE A GRADE 1)

NOT-TO-SCALE

13.

CURB OPENING

6"

4'

3'

6"

6
"
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"

2" SAND CUSHION

5" CONCRETE WITH  #4

BARS @ 12" O.C.E.W.

NOT-TO-SCALE

15.

SIDEWALK BOX
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SEE DETAIL 1

EXPANSION

JOINT

CONCRETE

SIDEWALK

6" x 6" W/  02.9 x W/  02.9

WELDED WIRE MESH

1 / 2" CHECKERED PLATE

6
"
 
M
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.

3

"

3
"

3'

1 / 2"

CHECKERED

PLATE

#3 BARS WELDED TO

ANGLE @ 18" O.C.

NOT-TO-SCALE

DETAIL 1

2" X 2" x 1 / 2" ANGLE

1 / 2" SCREW @ 12" O.C.

1/ 2" x 3 / 4" BAR

1 - 3/8"

3/4" 1/8"

NOT-TO-SCALE

14.

CONCRETE/CONCRETE JUNCTURE DETAIL

NOT-TO-SCALE

16.

SIDEWALK / SIDEWALK PAVEMENT JUNCTURE

5.75" 5.75"

#3 SMOOTH BAR 24" O.C., MIN. 4

BARS, DRILL AND GROUT

INTO EXISTING SIDEWALK

GRAVEL CUSHION

EXISTING BASE

AS PER PLAN

NOT-TO-SCALE

18.

DETAIL NOT USED

BASE MATERIAL

1
8
"

9"

PAVEMENT

#4 BAR

NOT-TO-SCALE

3.

MONOLITHIC 6" CURB DETAIL

NOTE: REFERENCE GEOTECH REPORT

FOR CONCRETE PAVEMENT

SPECIFICATIONS.

9"

3.5"

(REFERENCE GEOTECHNICAL REPORT

FOR SUBGRADE PREPARATION REQUIREMENTS)
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REINFORCEMENT

PER GEOTECH REPORT.

SUBGRADE

COMPACTED

TO 95% DENSITY

MONOLITHIC

CONCRETE

CURB

CONT.

#4 BAR

SRUCTURAL CONCRETE

(SEE GEOTECH REPORT)

BACKFILL PER

PROJECT

SPECIFICATIONS

1/3 SLAB

THICKNESS OR 2"

R4"

EXISTING PAVEMENTPROPOSED PAVEMENT

EXISTING SUBGRADE

5.75" 5.75"

1/2" OF EXPANSION MATERIAL

ELASTOMERIC SELF-LEVELING

SEALANT

#3 SMOOTH BAR 12" O.C., DRILL AND

GROUT INTO EXISTING CONCRETE

SUBGRADE COMPACTED

TO 95% DENSITY

NOT-TO-SCALE

17.

DETAIL NOT USED
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1 1/2" O.D. GALVANIZED

STEEL PIPE RAIL TOP AND

BOTTOM, PAINTED

4
"

6
"

CAST STONE CAP

CORE DRILL CAPSTONE

FOR POSTS.

5
"

6
"

3
'
-
6
"

4
"

1 1/2" O.D. GALVANIZED

STEEL PIPE

POST SET IN 6" LONG

PIPE SLEEVE CAST INTO

CONC., PAINTED

3
'
-
2
"

RE: STRUCT. FOR

RETAINING WALL

1" O.D. GALVANIZED

STEEL PIPE RAIL

1 1/2"  O.D. GALVANIZED

STEEL PIPE RAIL TOP AND

BOTTOM, PAINTED

3
'
-
2
"

3
'
-
6
"

EQ. SPACE

5
"

CORE DRILL POST INTO

RETAINING WALL, FILL WITH

NON-SHRINKING GROUT

1 1/2" O.D. GALVANIZED

STEEL PIPE RAIL

4
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/
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"

1 1/2"  O.D. GALVANIZED

STEEL PIPE RAIL TOP AND

BOTTOM, PAINTED

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

4
 
1
/
2
"

NOT-TO-SCALE

RETAINING WALL WITH RAILING DETAIL

NOT-TO-SCALE

HANDICAP RAMP WITH HANDRAILS DETAIL

ALL JOINTS

WELDED AND

GROUND SMOOTH

1.5" DIA.

ALUMINUM PIPE

24" CONCRETE

EMBEDMENT (TYP.)

12"

LENGTH VARIES

(SEE DIMENSIONAL CONTROL PLAN)

12"

12"

2"

30"

MAX. 1:12 SLOPE UNLESS

SLOPE SPECIFIED OTHERWISE

ALL MODULAR MODULAR BLOCK

RETAINING WALLS WILL BE COLOR BEIGE




